
Thank you for purchasing the 
Sport Aircraft Accessories 
SN1000+ Audio Level Adjuster!
We trust that you will find your device simple, easy-to-use 
and that it solves one of the most frustrating problems 
in aviation... setting the volume of your audio visual 
recording device, fully adjustable from line level, down 
to mike level! This eliminates distortion!

WHAT’S INSIDE:

SETUP:

In order to get the best performance from your audio or 
audio-visual recording device (such as your GoPro®, 
TomTom Bandit®, iON Air Pro®, Garmin Virb® or 
similar), please follow the following setup instructions:

1. Plug in your device to the SN1000+, with the blue end 
plugged into the audio visual recording device (fig. 1).

2. Set the three switches to the ‘off’ (down) position 
    (fig. 2).

SWITCHES:

Switch 1 - Left speaker
Switch 2 - Right speaker
Switch 3 - ‘Mono’ switch to join left & right (used only 
where the device is ‘mono’ from either left or right). Do 
not turn ‘3’ to ‘on’ if using both left (1) & right (2).

3. Using a small screwdriver, rotate both blue / grey trim 
pots to the left. This will set the volume to ‘zero’ on both 
the left and right speakers (fig. 2). Note: the trim pot 
pictured on the left is the left control and vice-versa.

TRIM POTS (level adjusters):

Full anti-clockwise:   0 volume (min)
Full clockwise:   10 volume (max)

4. Set your radio and intercom to the normal position 
settings that you would use, in your aircraft.

5. Turn on your audio visual recording device.

Note: IF YOUR CAMERA OR RECORDING 
DEVICE IS A MICROPHONE (‘MIC’) INPUT, 
TURN TRIM POTS TO THE LEFT (‘0’) SETTING.

6. Turn on switch 1 (left), and say “LEFT”

7. Rotate left level adjuster ‘clockwise’ slowly and as you 
rotate, call out the numbers corresponding to the number 
of ‘detents’ in the blue outer block of the trim pot. 

8. Turn off Switch 1.

9. Repeat the sequence (7 above) with Switch 3 (right) to 
the ‘on’ position.

10. Replay the recorded video.

11. Review the set levels from the video and set at the 
best volume that you recorded.

12. Once you are satisfied with the settings, wrap the 
black shrink wrap around the central area of the device 
and shrink with moderate heat from a hair dryer or 
similar. Do not apply excess heat, as this may damage 
the device.

NOTE: 

If left channel only was recorded,
select switch 1 to ‘on’ and switch 3 to ‘on’. 
Leave switch 2 ‘off’.

If right channel only was recorded,
select switch 2 to ‘on’ and switch 3 to ‘on’. 
Leave switch 1 ‘off’.

If both channels recorded (stereo sound), 
select switch 1 & 2 to ‘on’ and switch 3 to ‘off’. 

World-wide sales agent: Sport Aircraft Sales, Melbourne, Australia. 

While designed to work on most audio visual recording devices, the 
SN1000+ may provide varying results depending on the device used. 
It may not improve sound quality in all circumstances and you may 
need to refer to the manufacturer of your device for further information.
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